
slider bed
the first step is proper belt support

in all transfer applications.
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  Slider beds are a cost-effective way to both absorb the impact of light to medium loads and ensure the 
sealing of the transfer point. While traditional troughing rollers leave gaps, supporting the belt consistently 
through the loading is crucial. 
  These beds now feature wing rollers to reduce friction as the belt leads into the load zone, reducing the 
chances of both damage and wear to the belt itself.

WING ROLLER
• Ensures a perfect transition to slider 	
   bars
• Increases slider bar life by 50%
• Eliminates any additional drag to belt    	
   or damage
• Easy maintenance for replacement 
   rollers

FEATURES AND BENEFITS:
URETHANE SLIDER BAR

• Proprietary blend to reduce abrasion 	
  and resistance
• Stronger than steel, yet cannot 
  damage the belt

HEAVY STEEL CONSTRUCTION
• Wing support brackets on either 
  side of frame
• Main frame is (2) C-channels welded 	
  to foot mount
• Foot mounts are ideal for modular 
  systems or mounting safety guards

Available for 24”-72” Belts

New Feature included
on all American Eagle
support beds: 
Wing Roller bracket 
assemblies.



			   			 

 

24” 	 ESLB24-48	 48”	 3 	 6	

30” 	 ESLB30-48	 48”	 3 	 6	

36” 	 ESLB36-48	 48”	 3 	 9	

42” 	 ESLB42-48	 48”	 3 	 9	

48” 	 ESLB48-48	 48”	 3 	 12	

54” 	 ESLB54-48	 48”	 3 	 12	

60” 	 ESLB60-48	 48”	 3 	 15	

72” 	 ESLB72-48	 48”	 3	 15	

24” 	 ESLB24-60	 60”	 3 	 6	

30” 	 ESLB30-60	 60”	 3 	 6	

36” 	 ESLB36-60	 60”	 3 	 9	

42” 	 ESLB42-60	 60”	 3 	 9	

48” 	 ESLB48-60	 60”	 3 	 12	

54” 	 ESLB54-60	 60”	 3 	 12	

60” 	 ESLB60-60	 60”	 3 	 15	

72” 	 ESLB72-60	 60”	 3	 15	
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48” bed will accommodate 
20, 35, 45 degree troughing roll-

60” bed will accommodate 
20, 35, 45 degree troughing rollers	

Slider Bed

Specifications and GuidelinesSpecifications and Guidelines
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•	 Maximum Belt Speed•	 Maximum Belt Speed
	 800 FPM (5 M/sec)

•	 Temperature Rating•	 Temperature Rating
	 -400F to 1800F (-400C to 820C)

•	 Belt Width Available•	 Belt Width Available
	 24” to 72” (450 to 1800 mm)

•	 Slider Bar Material•	 Slider Bar Material
	 Composite molded urethane 		
	 body and aluminum extrusion

•	 Roller Construction•	 Roller Construction
	 5” Steel can, CEMA C5

•	 Bed Lengths Available•	 Bed Lengths Available
	 48” and 60” (1200 to 1500 mm)

•	 Bed Troughing Angle•	 Bed Troughing Angle
	 Adjusts to 20o/35o/45o

	 (assembled at 35o for shipping)

Ordering InformationOrdering Information

Slider Bars

5” Wing Roller
& Bracket

Note: Sold in sets of two.

		
	

24”	 ESBWRA5-24	

30” 	 ESBWRA5-30	

36” 	 ESBWRA5-36	

42” 	 ESBWRA5-42	

48” 	 ESBWRA5-48	

54” 	 ESBWRA5-54	

60” 	 ESBWRA5-60	

72” 	 ESBWRA5-72	
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SLIDE AND ROLL BED
Replacement Parts	

		
	

48” 	 ESB125-48	

60” 	 ESB125-60	
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LengthLength
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SLIDE AND ROLL BED
Replacement Parts	


